
1. Product identification:                                                                                                            

Dry-pressed ceramic tiles, with Ev ≤ 0.5% water absorption

2. Product's intended use:                                                                                                            

External and internal floor and wall tiles

Cooperativa Ceramica d'Imola S.C. - Via Vittorio Veneto, 13 - 40026  Imola (BO) ITALY

Tel. +39 0542 601601 - www.ccimola.com - info@ccimola.it

4. Assessment and verification system of product performance constancy (AVPC):

System 4

5. Identification name and number of notified laboratory, if relevant: 

Not applicable

6. Declared performance:

ESSENTIAL CHARACTERISTICS PERFORMANCE
Harmonised technical 

specification

Reaction to fire A1FL/A1 
Based on (96/603/CE) decison 

and later amendments

Release of dangerous substances:

 - Cadmium NPD

 - Lead NPD

Thickness < 7.5 mm Stress ≥ 700 (N)

Thickness ≥ 7.5 mm  Stress ≥ 1300 (N)

Slipperiness NPD

Tactility NPD

Adhesion resistance

cementitious adhesive, tipe C2 > 1N/mm²

Resistance to thermal shocks Resistant

Durability for:

- Internal use Resistant

- External use:                                              

resistance to freezing/thawing
Resistant

Signed for and on behalf of the manufacturer: Daniele Martelli

(TECHNICAL DIRECTOR)

Imola (BO) - 26th september 2022 Signed

Place and date of issue

(EN) Rev.3

7. The performance of the product stipulated in points 1 and 2 complies with its declared performance in 

section 6.

The current declaration of performance is issued under the exclusive responsibility of the manufacturer 

stipulated in point 3.

DECLARATION OF CONFORMITY

N° CC001

3. Manufacturer's name, brand name or trademark and address in compliance with art. 11, section 5:                                                                                                            

 EN 14411

Breakage stress:


